






A 4,3 m long, open and unobstructed
discharge conveyor.

The discharge conveyor with polyethylene scrapers, two chains and
gear drive is driven by a hydraulic motor.  Even high trailers can be
loaded with a conveyor of standard length.
As both the top and the underside of the conveyor are completely
open, operations are reliable under all conditions.

Increased productivity with swinging
discharge conveyor

Release the swing lock simply by depressing it by foot. The conveyor
can be swung by about 2,2 m to the side and can be locked in five
different positions. This speeds up the loading operation noticeably.
If you are processing firewood in bags, you can use two stands.

Self-cleaning in-feed conveyor

The drive and return rollers of the in-feed conveyor are equipped
with efficient scrapers, which keep the rollers clean under all
conditions.
This feature is even more significant in winter as snow is not able
to gather and pack between the roller and the belt.
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Reliable and easy-to-operate height
adjustment of the splitting wedge

Height position of the splitting wedge is adjusted by means of the
control lever A equipped with a friction lock.
A robust two-way / four-way wedge comes as standard. The splitting
wedge is attached by means of quick-release B.
The conveyor C can be locked in 5 different positions. The quick-
lock is released by foot. Hydraulic height adjustment of the wedge
is available as an option.

Automatic lubricator of the chainsaw

The lubricator applies lubricant to the saw-chain reliably and
smoothly but only during the cutting operation.
Precise adjustment of the oil-flow. The automated lubrication is
the best means for saw-chain lubrication.
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PALAX KS 35 TECHNICAL DATA
Feature X =Standard  L= Optional, 0= Not available TR/ OHD.ERGO SM 7,5 kW ERGO S TR S SM 7,5 kW

HYDRAULICS   

Hydraulic oil VGA 32 40 l L L L L

Splitting cylinder, 5,6 tons / 8 tons X X X X

Flow of hydraulic pumps 40 / 30 l/ min 40 / 30 l/ min 40 / 30 l/ min 40 / 30 l/ min

Articulated shaft at 400 r.p.m. or electric motor

Automatic high-speed valve L L X X

Additional hydraulic circuit for external log-deck X X X X

TRANSMISSION

Articulated shaft, suitable size e.g. Bondioli 143 L 0 L 0

Electric motor 7,5 kW/16A 0 X 0 X

OUTPUT

Speed standard/high-speed with 5,6 t 5/ 3,3 sec. 5/ 3,3 sec. 5/ 3,3 sec. 5/ 3,3 sec.

Cutting length 25…60 cm 25…60 cm 25…60 cm 25…60 cm 25…60 cm

Max. diameter of the tree 35 cm 35 cm 35 cm 35 cm

CHAINSAW

Chainsaw driven by hydraulic motor X X X X

15" sawbar/ chain X X X X

Automatic lubricator, separate tank, volume 2 litres X X X X

SPLITTING OF LOG

Splitting wedge 2/4 X X X X

Splitting wedge 2/6 L L L L

Stepless height adjustment of the splitting wedge X X Hydr. Hydr.

Quick-release of splitting wedge X X X X

Log-stop, gives way automatically X X X X

Debris removal grate in the splitting chute X X X X

Control/operating levers with ball bearings X X X X

DISCHARGE CONVEYOR

Palax 43 scraper conveyor, length 4,3 m, with 2 chains X X X X

Lifting winch for conveyor X X X X

Conveyor swings by 2,2 m to the side, quick-release X X X X

Automatic tightening of the chains X X X X

IN-FEED CONVEYOR

In-feed conveyor 200 x 2200 X X X X

Debris removal scrapers at drive and return rollers X X X X
Hydraulic tree clamp L L X X

DIMENSIONS AND WEIGHT

Length, incl. conveyor 4.3 m 2850 2850 2850 2850

Width, incl. conveyor 4.3 m 950 950 950 950

Height, incl. 4.3 m conveyor 2390 2390 2390 2390

Weight 720 780 804 864
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Log-decks, high-output cleaners and bag-
packing equipment

Robust Palax Mega log-deck for big trees

Equipped with a step feeder and a hydraulic in-feed deck with
chain-drive. The deck is equipped with four 4-meter long chain
beams. The chains may be driven both forward and reverse.
Capacity about 10...12 cubic metres. As optional tipping extra
beams 3 m.

Palax Cleaner

High-output cleaner Palax Cleaner with efficient rotary debris
removal cylinder.  The cylinder can also be equipped with an
extension conveyor for, for example, easy filling of bags. Powered
by electric motor.

Filling firewood bags is easy with Palax Packer
and Motti bag-packing equipment

Put the firewood in the box, pull over the bag, turn around and
bind. Place the bags onto the pallet. A EURO- pallet, = (0,8 m x
1,2 m) may take. 25 pcs of 35 l bags = about 0,88 stacked cubic
metres of firewood. A FIN- pallet, (1 m x 1,2 m) takes 30 bags =
about 1,05 stacked cubic metres.

Light log-deck Palax Log

Light Palax Log log-decks for
Combi M, KS 35 and Power 70
machines. The stand can also be
 equipped with a hydraulic feed
roller which makes handling of
 long logs easier. Capacity about
 4...6
cubic
metres.

Palax Motti bag-packing stands are very handy for storing and retail
sales. In bags the firewood dries out quickly. Storing of the bags
is also easy as 2 bags can be stacked one on top of the other on
a level surface. The bags make also good retail packages.
The bags are made of UV-protected polyprophelene so they endure
the UV-radiation from the sun. The bags may be reused several
times and they can be disposed of by burning.



Ylistaron Terästakomo Oy, Lahdentie 9,  FI-61400 YLISTARO
Tel. +358 (0)6 474 5100, Fax +358 (0)6 474 0790

www.palax.fi
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